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[摘要 ]　文中较全面地论述了油田脱水转油站计算机集散型控制系统。讨论了油水界面的测量方法 ,计

算公式和控制原理。在国内首次选用美国霍尼韦尔双法兰差压变送器智能表测量油水界面 ,用计算机实现闭

环控制 ,取得满意效果。该系统也适用于其它复杂工艺过程的控制。
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0　引　言

油田脱水转油站是油田生产工艺过程最

重要的环节之一。由抽油机抽出的地下原油经
脱水转油站进行油、水分离 ,处理成净化油后

进行外输。
脱水转油站生产工艺复杂 ,而且油、污水

和天然气三种介质共存 ,危险性大。采用计算
机监控 ,对提高油的产量和质量 ,节省能源 ,确

保生产安全都具有重要作用。

1　生产工艺流程

脱水转油站规模较大 ,主要包括阀组间 ,

一、二段加热炉区 ,游离水脱除区 ,电脱水区 ,

罐区 ,污水泵房和外输等。
工艺流程主要有: 油系统 ,污水系统和天

然气系统 ,详见图 1。

图 1　 脱水转油站工艺流程示意图

第 13卷 (总第 74期 )　　　　　热　能　动　力　工　程　　　 1998年 3月



2　仪表配置及系统结构

测量仪器仪表和调节执行机构较多 ,详

见图 2。

图 2　系统硬件配置

3　系统功能

( 1)检测量:压力、温度、流量、液位等。

( 2)报警量:可燃气报警和罐液位报警。

( 3)分析量:原油高、低含水。

( 4)状态量:污水泵、外输泵的启、停。

( 5)调节量: 气动薄膜调节阀和自立式

调节阀的开度。

( 6)控制量:油、水界面。

4　计算机 DCS系统

4. 1　硬件配置

为确保系统运行可靠 ,系统采用双机运

行的集散型控制系统。上位机选用两台

Intel486工控机并配有 20″N EC彩色大屏幕

和 14″彩色显示器。内装有系统软件 ,组态软

件 ,控制软件 ,显示卡和通讯卡等。测控组态

软件已装入下位机中 ,上电即可 ;下位机由英

国欧路公司两个 T100 - RLIN控制器组成。

配有模拟量输入模块、模拟量输出模块、数字

量输入模块、数字量输出模块和频率量输入

模块等 ,见图 3。

图 3　计算机 DCS双机系统配置

4. 2　应用软件和屏幕显示

根据脱水转油站的工艺和自控要求 ,以
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组态软件为基础 ,编制应用软件 ,其功能和屏

幕显示如下:

( 1)脱水转油站系统工艺流程 ;

( 2)计量阀组间工艺自控流程图和数

据 ;

( 3)加热炉工艺自控流程图和数据 ;

( 4)游离水脱除器工艺自控流程图和数

据 ;

( 5)电脱水工艺自控流程图和数据 ;

( 6)罐区工艺自控流程图和数据 ;

( 7)污水泵房工艺自控流程图和数据 ;

( 8)外输计量工艺自控流程图和数据 ;

( 9)计量阀组间检测参数表 ;

( 10)加热炉区检测参数表 ;

( 11)游离水脱除器区检测参数表 ;

( 12)电脱水区检测参数表 ;

( 13)罐区检测液位参数表 ;

( 14)污水泵房泵状态参数表 ;

( 15)外输检测参数表 ;

( 16)游离水脱除器油、水界面控制图 ;

( 17)电脱水器油、水界面控制图。

5　油水界面监控系统

5. 1　重要性

游离水脱除器和电脱水器是油站生产最

关键的环节。其核心是控制游离水脱除器和

电脱水器中的油水界面 ,使界面始终保持在

最佳位置 ,见图 4、 5。

5. 2　理论分析和计算公式

游离水脱除器和电脱水器均为卧式封闭

容器 ,其内充满油和水两种液体介质 ,形成一

个油水界面 ,如图 6。

由图 6不难推得:

图 4　游离水脱除器油水界面控制示意图

图 5　电脱水器油水界面控制示意图

　 P = Ho (V1+ V2 ) + Hx (V1 - V2 )

+ HV2 - hV3 ( 1)

Hx =
P - Ho (V1+ V2 ) - HV2+ ( H + 2Ho )V3

V1 - V2
( 2)

式中　　 H - 界面变化范围

Hx - 油水界面

Ho - 最高 (低 )界面至上 (下 )引
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图 6　游离水器和电脱水示意图

出口高度

h - 双法兰差压变送器上 ,下取压

口高度 h = H+ 2H0

V1 - 水的比重

V2 - 油的比重

V3 - 毛细管硅油的比重

P - 双法兰差压变送器测压值

当 Hx = H时 ,即最高界面 ,由式 ( 1)可

知

Pmax = Ho (V1+ V2 ) + HV1 -

( H+ 2Ho )V3 ( 3)

当 Hx = 0时 ,即最低界面 ,由式 ( 1)可知

Pmin = Ho (V1+ V2 ) + HV2 -

(H + 2Ho )V3 ( 4)

由式 ( 3)和 ( 4)易得 ,计算量程

ΔP = Pmax - Pmin = H (V1 - V2 ) ( 5)

5. 3　检测仪表: 美国霍尼韦尔双法兰差压

变送器智能表

5. 4　执行单元:气动薄膜调节阀

5. 5　控制原则和软件

5. 5. 1　 油水 界面 控 制范 围 , H x 约 为

0. 5～ 0. 70 H。

5. 5. 2　 油的汇管压力 ,大约 0. 25～ 0. 35

M Pa。

5. 5. 3　采用 PID控制软件 ,合理选择比例

因子和积分时间进行界面控制。

6　结束语

该集散型控制系统 ,於 1996年成功地应

用于大庆油田北十三聚合物脱水含油处理

站。

采用美国霍尼韦尔双法兰差压变送器智

能表测量两种液体界面 ,在国内实属首次 ,而

且效果理想。

两年来的运行结果表明 ,该油田脱水转

油站集散型控制系统 ,运行稳定 ,可靠 ,满足

工艺要求 ,大幅度提高了生产效率。
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a comprehensiv e data hase, engineering analy sis and computa tions as w el l as the plo t ting of

engineering drawings. As a resul t , a data base, applica tion so ftw are and plo tting are combined

into an integ rated w hole. Key w ords: computer aided design system, Auto CAD, plot ting

based on a set of parameters

油田脱水转油站计算机集散型控制系统= Computer-based Total Distributed Control System

for an Oil Field Dehydration and Oil Transfer Station [刊 ,中 ] /W ang Huimin, Yu Zhenw ei ,

Wu Bangyan, et al ( Hei long jiang Provincial Computer Applica tion& Development Resea rch

Center)∥ Journal o f Engineering fo r Thermal Energ y & Power. -1998, 13( 2) . - 124～ 127

A fai rly comprehensiv e description is giv en o f a computer-based total dist ributed control sys-

tem fo r an oi l field dehydration and oi l t ransfer station. Discussed a re the method fo r measur-

ing oil-w ater interface, calculation fo rmulas and control principles. It is the fi rst time in China

that a dual flange di fferential-pressure intel lig ent meter o f U S Honeyw ell Co. make has been

used for the measurement of oil-w ater interface. With the help o f a computer sati sfactory re-

sul ts are obtained wi th the realization of a closed loop control. The proposed sy stem can also

be employed fo r the control of other complicated tech nolo gical processes. Key w o rds: tota l

dist ributed control sy stem, dual machine opera tion, oil-w ater interface, dehydration and oi l

t ransfer

Auto CAD 12. 0软件在热力设计中的开发与应用= The Development and Application of Auto

CAD 12. 0 Software in Thermodynamic Design [刊 ,中 ] /Li Xinlin ( M udanjiang Thermody-

namic Design Institute) , Li Linlin ( M udanjiang Civilian Architecre Prospecting Design Insi-

tutute)∥ Journal of Engineering for Thermal Energy & Pow er. -1998, 13( 2) . - 128～ 130

限流、过流保护在可控硅整流装置中的应用= The Application of Limiting Current and Over-

current Protection in a Silicon Control led Rectifier [刊 ,中 ] /Wang Zhaohua, et al ( Resea rch

Institute of Acheng Relay Works) , Sun Shifeng ( Harbin No. 703 Research Insti tute )∥ Jour-

nal o f Engineering fo r Thermal Energ y & Power. -1998, 13( 2) . - 131～ 134

This paper focuses on the w orking principle of limi ting current and over-current pro tection

method in a silicon control led rectifier. Key wo rds: silicon controlled rectifier, limi ting cur-

rent , regulato r, ov er-current.

膜式省煤器制造工艺= A Study of the Finned Tube Economizer Manufacturing Technology

[刊 ,中 ] /Dong Zhanren, Fan Xianfentg , Gao Xiufen ( Harbin Boiler Co. Ltd. )∥ Journal of

Engineering fo r Thermal Energ y& Pow er. -1998, 13( 2) . - 135～ 138

This paper describes the structural design features and manufacturing techno log y of finned

tube economizers. Key w o rds: finned tube economizer, manufacturing techno logy

300 MW锅炉过热器喷水减温器系统的改进= The Improvement of a Water Spray Desuper-

heater System for a 300 MW Boiler Superheater [刊 ,中 ] /Xu Chunrong ( Ha rbin Boi ler

Wo rks)∥ Journal o f Engineering fo r Thermal Energ y & Power. -1998, 13( 2) . - 139～ 142

Based on the analysis of a w ater spray desuperheater system for a home-made modi fied 300

MW boiler uni t and in connection wi th it s operating experience wi thin China the autho rs have

come up wi th a spray wa ter desuperheating sy stem, w hich employs a tw o-stag e four-point

system. The tw o-stag e w ater spray point is transferred f rom behind th e rea r panel to the

f ront o f the rea r panel wi th the interconnecting pipe f rom the rear panel superheater outlet to

the la st-stage superheater inlet assuming a direct connection mode instead o f a intersecting

one. Key wo rds: 300 MW boiler superheater, wa ter spray desuperheating system , improve-
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